PROMOTECH

Modular Beveling Machines
- MBM

Modular Beveling Machine is designed for beveling plates and fabrications,
made of ferromagnetic materials.

The modular concept of this machine allows customers to fit the machine into
their production needs and available space.

Bevelled steel plates are clamped down on the machine with a line of
electromagnets.

2-head milling unitallows for multiply tasks:

Q both heads bevel the same edge (case 1)

O 1 head bevels an upper edge, whereas a lower edge is beveled by the other
head (case2)

Q Oneheadbevels, whereas the other head does the facing-off (case 3)

Case 1 Case2 . Case3

o o



MBM - Available versions
2-Head types Working Length
MBM3-2H 3m
MBM6-2H 6m
MBM12-2H 12m

MBM - Standard Technical Specification

Bevel angle - O

00-600

Bevel angle - B

0°-60°

Max. bevel capacity - B

50mm (depending on tool*)

Max. bevel depth - a (1 pass/1 head)

10mm (depending on tool*)

Max. bevel depth - a (1 pass/2 heads)

20mm (depending on tool*)

Cutting Inserts

Standard

Feed type

Auto

Feed speed

0.2m/min - 1m/min
(pre-set by an operator)

Spindle speed

1.400 RPM

Minimum work piece thickness

8 mm

Maximum work piece thickness

50mm

Standard load capacity

400 kg/sq m at 50mm sheet
gauge

* There is a possibility to use different standard tools with machining properties
the most suitable to particular customers’ needs.

PROMOTECH as an innovative manufacturer with over 20 years of experience is
able to design and produce custom made Modular Beveling Machines tailored to
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meet customers’ purpose requirements.

More information about accessories and spare parts is available at www.promotech.eu
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